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Work bench without tools and accessories

Ne
w

Ne
w

Ne
w

General Workshop  
Equipment

803/5-B EAN-No. 4000896141142

178-22 EAN-No. 4000896156085

177-22 EAN-No. 4000896156092

1 Execution Weight 
kg

EAN-No. 
4000896+

177 W-6 4 flat and 2 high drawers 85 154630
177 W-7  New 6 flat drawers and 1 high drawer 85 155644
177 W-21 Door, lockable (with 2 folding keys)  6 154739

Also available 

with 7 drawers

Special Offer!

H 934 x W 1040 x D 520 mm

20 kg
loading 
capacity  

per drawer

Optional! 
Door 179 W-21, 
lockable

100% sliding-out

Screwdriver Set 5 pieces

Ergonomic design and high capacity

High power transmission•	
Chrome-Vanadium•	
Blades mat chrome-plated, tips black•	

Set of 5 pieces, Contents:
3  Screwdrivers for slotted screws  
K  0.8 x 4.0 x 100 - 1.0 x 5.5 x 125 -  

1.2 x 6.5 x 150 mm
2  Screwdrivers for Phillips-Recess screws  
L  PH 1 (80 mm) 

PH 2 (100 mm)

Mobile Work Bench 177 W
Made in Germany

Sturdy and versatile��
Drawer partition system•	
One side with fastening panel,  •	
e.g. for HAZET tool hooks of the article group 112, can holder, etc.
Birch multilayer worktop (30 mm thick), surface oiled according to •	
environmental regulations
High-quality ball-bearing castors with thread guard and high loading •	
capacity
Various fastening possibilities for accessories•	

 �� Safety - Two-level locking concept
Central locking, lockable with cylinder lock and two keys•	
Individual drawer locking prevents unwanted drawer opening•	

Drawers��
100% sliding-out•	
20 kg loading capacity per drawer, by default, the drawers are equipped •	
with one separation sheet each
Roller guides•	
Suitable for HAZET foam inserts and plastic drawer inserts•	
Inner dimensions: •	 w 527 x d 348 mm 
– Flat drawer H 80 mm panel height 
– Big drawer H 165 mm panel height

Boards in the side panel��
Loading capacity top: 15 kg / bottom: 35 kg•	

Permissible total loading capacity:��
500 kg (dynamic), 700 kg (static = upright, on even surfaces)•	
Weight:•	  85 kg

Optional accessory��
177 W-21: Door for right side of work bench, lockable (2 keys included), •	
weight: 6 kg

Wooden multilayer board
To be inserted into plastic worktop of Assistent 178 and 179

Wooden multilayer board
To be inserted into plastic worktop of Assistent 177 
(from model year 09/2009)



Ingenious Tools

3The HAZET Online Catalogue – a service for 10 years!  •  www.hazet.com

Ne
w

Ne
w

Ne
w

General Workshop  
Equipment

2267-2 EAN-No. 4000896155378

2267-3 EAN-No. 4000896155385

1790-7 EAN-No. 4000896148073

798-13 EAN-No. 4000896155248

1963-1 EAN-No. 4000896155675

E

6

E

7

2267-2 
Length: 37 mm

2267-3 
Length: 47.5 mm

sb
12 – 50 

mm

20 m
m

Bit Adapter with Universal Joint
For the operation of screw connections in areas with restriced 
access and for getting over troublesome borders

With ball clamping for bit retention•	
Operation possible on various bit profiles•	
Combines the advantages of an universal joint and an adapter•	
Flat style•	  compared to a combination of two different tools

Universal Ball Joint Puller
For removing the ball joint pivots of steering tie rods,  
stabilizers, etc. on the most common vehicles

Span of the jaw 20 mm•	
Clamping range in 2 stages •	
stage 1: up to 30 mm 
stage 2: up to 50 mm
On •	 FORD, BMW, VOLVO, 
TOYOTA, OPEL, 
VW-AUDI, 
RENAULT

Hose Clamp Pliers
With movable jaws

Enables working in areas with restricted access•	
For the operation of spring band hose clamps whose three •	
ends are located on tubes, e.g. on tank ventilation lines 
and fuel lines on VW, AUDI, SEAT and SKODA
Clamping range: 27 mm•	
Length: 192 mm•	

Hand Riveting Tool
For safe and fast rivet joints

For aluminium •	 blind rivets up to 6 mm ?, 
and steel blind rivets up to 4.8 mm ?
Three jaw chuck allows an optimal riveting process•	
Rivet is fixed automatically when inserting the nose piece•	
Quick changing of nose pieces due to knurling, no tools needed•	
Rivet snaps off with little effort•	
Solid tool construction absorbs the vibration when the mandrel breaks.•	
Length: 280 mm•	
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Torque Tools

6160-1 CT EAN-No. 4000896155316

5121-01 Lg EAN-No. 40008961563205122-1 CT/2 EAN-No. 4000896156757

1205 mm

Release tool 
included

1320 mm

Length: 2455 mm

1600 Nm

1600 Nm Torque Wrench SYSTEM 6000 CT 5
Weight only approx. 14 kg – especially suited for industrial climbers

Torque Range: 600 – 1600 Nm•	
Scale graduation 5 Nm•	
Application on wind turbines, dockyards, heavy industry, etc.•	
To be disassembled (release tools included) in two parts 1320 and 1205 mm long •	
in carrier bag with carrying handle and shoulder strap
Release accuracy tolerance ±3% of the preset scale•	  (in direction of actuation)
Release torque 685 N (70 kg) with 1600 Nm•	
With Reversible Ratchet •	 i 25 = 1”

Auxiliary Sliding  
Handle 3

For all Torque Wrenches SYSTEM 5000 CT with  •	
i 12.5 = 1⁄2” Ratchet with sliding square tang 
Total length 170 mm with 20 mm ribbing at the end 
of the handle

Application e.g.
For assistance when positioning the torque wrench •	
with socket on the screw connection e.g. on (alloy) 
rims
Facilitates the pre-tightening of a screwing – •	
especially helpful due to the ribbing about a length of 
20 mm at the end of the handle
Facilitates the tightening of a screwing by •	
„counterholding“
Safe and ergonomic working as the hand remains at •	
the handle while screwing

Torque Wrench SYSTEM 5000 CT 
with Auxiliary Sliding Handle 3 2 pieces

Auxiliary Sliding Handle optimizes working, e.g. while wheel changing•	
Knurling at the end of the handle for manual pre-tightening •	
Release accuracy tolerance ±4% of scale value (in direction of actuation) according to DIN EN ISO 6789:2003 (D)•	

•	Torque	Range:	40	to	200	Nm,	length	of	torque	wrench:	493	mm
Tightening at torque setting is possible both to the right and to the left•	
With automatic close-gap release when torque setting is reached•	
Safe and fast adjustment of the desired torque value by turning the handle•	
Safe lock at the handle, fine scale graduation 1 Nm•	
With serial number and certificate•	
Ratchet with sliding square tang (according to DIN 3120 A, ISO 1174-1 A)•	
Additionally with well-established plastic knob•	
Changing the direction of actuation by inversing the handle or the ratchet’s sliding square tang•	
 •	 i 12.5 = 1⁄2”
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Torque Tools 
General Workshop Equipment

863 Q/3 EAN-No. 4000896074679 916 K EAN-No. 4000896155736

1 Drive Torque
max. Nm

Torque
min. Nm

Tolerance 
%

EAN-No. 
4000896+

6001-1.5/3 E 1.5 0.6 10 141678
6001-3.0/3 E 3.0 1.5  6 141685
6001-5.4/3 E 5.4 3.0  6 141692

Quick-Release 

Press-Button
916 K Length: 199 mm

916 SP Length: 275 mm

Torque Screwdriver E 3 pieces

For torque values from 0.6 up to 5.4 Nm

Fast and precise setting of torque value with hex head wrench (HAZET 2100-06, •	
included in delivery)
Torque release clearly palpable and audible by ratcheting when torque setting is •	
reached
Unlimited loosening torque without torque function•	
Bit holding adapter with magnet for all current bits with •	 F drive or with HAZET 
adapter 2304 for the connection to 6 sockets HAZET No. 850
Release accuracy (tolerance) according to EN ISO 6789•	
Application e.g. disc brakes on bicycles•	

According to VW Service Information: •	
6001-3.0/3: e.g. for the fastening screws at the  
air-filter housing on 1.4 l engine with turbocharger  
on VW Eos, Golf, Golf Plus and Passat 

Contents:
Torque handle, bit holding adapter 2239-7,  
hex head wrench 2100-06

Reversible Ratchet  
with T-Handle, Set 3 pieces  1
Tool combines the advantages of a T-handle and a reversible ratchet

i•	  drive 6.3 = 1⁄4”
Enables either powerful or sensitive working.•	
With quick-release press-button•	

Set of 3 pieces, Contents:
1 Reversible Ratchet with T-Handle i drive 6.3 = 1⁄4” 
1 Socket Ä 10 mm, j drive 6.3 = 1⁄4” 
1 Extension j i drive 6.3 = 1⁄4”, Length: 147 mm

Reversible Ratchet,  
short and compact 3
Short style only 199 mm in compact design of a 2 ratchet

Max. torque 300 Nm•	
Adapted to the spaces getting more and more tight•	
i•	  drive 12.5 = 1⁄2”
Ratchet wheel 30 teeth•	
2-component handle for optimal handling•	
Chrome-Vanadium; Surface chrome-plated, polished•	
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General Workshop Equipment
Engine Timing Tools

900 SZ/4 EAN-No. 4000896156375

3690/6 EAN-No. 4000896156016

903 S Lg-22 EAN-No. 4000896155453

Engine Timing Tools for the professional engine repair

ALFA ROMEO / OPEL /  
FORD / RENAULT

For timing belt changing and other engine repairs•	
Detailed operating instructions including cross references  •	
to original part / tool numbers

2100-4

3690-3

3688-13
3690-2

3690-1

Timing Belt Countershaft Belt

Source: Photo OPEL

Application DVD 
included in 
separate package

Drive-, Propeller- and  
Axle Shaft Socket Set 8 4 pieces

Impact Socket Set (12-Point)

For impact operation•	
j•	  12.5 = 1⁄2”
For the operation of drivetrain and propeller shaft screwings, e.g. •	
Ä 24 mm on VW Touran since 2006 and Passat C

 Ä 30 mm  for the axle shaft nut on VW Golf 4, Polo and New-Beetle,  
AUDI TT 1.8, SKODA Octavia, Superb, Fabia

 Ä 32 mm  for the operation of the propeller shaft screws in the wheel hub on 
VW Touareg since 2003

 Ä 36 mm  for the axle shaft nut on BMW 3, 5, and 7 Series, Z3, M3, VW Polo 
since 2001, Golf Plus 1.8 TDI since 2005, SEAT Ibiza since 2002

ALFA ROMEO 6 pieces,  
in case G

Camshaft locking when replacing the timing belt

For •	 ALFA ROMEO 1.4 - 1.6 - 1.8 and 2.0-16V-TWINSPARK since 1995 
and 2.0 JTS-petrol engine: 145, 146, 147, 155, 156, 166, Spider, GTV, GT
Camshaft timing as well as TDC determination•	
Clear arrangement of tools in high-quality plastic case with soft foam insert•	

Impact Socket (6-Point) 3 
e.g. for new OPEL Insignia, s 22 mm

Especially for wheel mounting and dismounting (wheel nuts)  •	
on OPEL Insignia 
Replaceable plastic sleeve, green (Ä 22 mm)
Long style / For impact operation•	
With outside plastic sleeve•	  to protect the rims  
when screwing the wheel bolts
Colour-coded plastic sleeve facilitates finding the correct socket size•	
j•	  drive 12.5 = 1⁄2”
Recommendation: Especially for alloy rims.  •	
For steel rims use socket without plastic sleeve.
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Engine Timing Tools

3088/7 EAN-No. 4000896155941

3488/8 EAN-No. 4000896155873

3888/8 EAN-No. 4000896155699

3088-21

3088-22

3088-23

3088-19

3488-12

3488-13

3488-15

3488-21
3488-163488-17

3488-14

3888-18

3888-19

3888-19

3488-8

Suitable for case  
3088/19

At work

For transportation

Suitable for case  
3488/17

At work

For transportation

Suitable for case  
3888/19

At work

For transportation

OPEL 7 pieces, 
in soft foam insert G

Supplementary Set for Assortment 3088/19

For •	 OPEL 1.6 and 1.8-16V „TWINPORT“ petrol engines: Corsa D, Astra G, H, Vectra C, 
Signum, Meriva, Zafira B 
2.2-16 V petrol engines: Astra G, H, Vectra C, Signum, Speedster/Vauxhall VX220, Zafira A, B
Camshaft locking when replacing the timing belt•	
Camshaft timing / engine timing / timing chain tensioner•	
Crankshaft locking•	

FORD 8 pieces, 
in soft foam insert G

Supplementary Set for Assortment 3488/17

For •	 FORD 1.25 - 1.4 and 1.6-16V petrol engines: Fiesta, Fusion, Focus, C-Max 
1.6 Ti-VCT-petrol engines: Focus, C-Max 
1.4 - 1.6 TDCi-Diesel: Fiesta, Fusion, Focus, C-Max 
2.0 TDCi-diesel: Focus, Mondeo, C-Max, S-Max, Galaxy
Camshaft locking when replacing the timing belt•	
Camshaft timing / engine timing / timing chain tensioner•	

RENAULT 8 pieces, 
in soft foam insert G

Supplementary Set for Assortment 3888/19

For •	 RENAULT 1.4 and 1.6-16V petrol engines: Clio 3, Mégane 2, Scénic 2, Laguna 2, 
Modus, Kangoo 1.8 and 2.0-16V petrol engines: Clio 2, Mégane 1 / 2, Scénic 1 / 2, 
Laguna 1 / 2, Espace JEO/JKO, Trafic 2 
1.9 dCi diesel: Mégane 2, Laguna 2, Espace / Grand Espace 2
Camshaft locking when replacing the timing belt•	
Camshaft timing / engine timing•	
Crankshaft locking•	



8 www.hazet.com

special worldwide  |  2009/2010

Ne
w

Ne
w

Chassis / Axle

4931-1/8 EAN-No. 4000896155538

4929-2901/4 EAN-No. 4000896156825 4929-2902/3 EAN-No. 4000896156795 4929-2903/2 EAN-No. 4000896156801 4929-2904/4 EAN-No. 4000896156788

4929-1/3 EAN-No. 4000896156900

BMW Tool Set for 
Silent Blocks
To be used together with 4929-1/3

Surface chrome 6 – free, galvanized•	

Spindle with motion screw thread allows high removal forces  
with low expenditure of force (torque)

pictures: 4929-2904/4

4929-16

4929-15
4929-17

4929-14

Inner Bearing Ring Extraction Tool Set 8 pieces         

Made in Germany

For extracting the inner bearing rings that remain on the wheel hub when removing 
the wheel bearing

Increased torque allows firm chuck tightening preventing from slipping-off the bearing ring•	
Also suitable for types with ABS-housing•	
Esp. suitable for inner bearing rings that rest against the wheel hub•	
Due to the torque arm, assembly may be placed into a •	
machinist’s vice
4 chucks (40 to 45 mm / 45 to 50 mm / 50 to 55 mm / •	
55 to 61 mm) covering all diameters from 40 to 61 mm
Suitable for •	 AUDI, BMW, FORD, MERCEDES-BENZ, 
PEUGEOT, RENAULT, TOYOTA, VW
Incl. detailed illustrated operating instructions•	
Clearly arranged in high-quality plastic case with soft •	
foam insert

Pressure pieces for extracting and •	
inserting the ball joint at the rear 
wheel carrier

BMW types: 
5-series: E39 - E60 - E61 - E70 
6-series: E63 - E64 
7-series: E38 - E65 - E66 - E67 
8-series: E52

Contents:
4929-4 supporting sleeve  
4929-5 supporting washer  
4929-6 extracting pressure sleeve 
4929-7 inserting pressure sleeve

For extracting and inserting the •	 ball 
joint and rubber bushing at the 
trailing arm 

BMW types: 
3-series: E36 - E46 - E83 
5-series: E39 - E60 - E61 - E70 
6-series: E63 - E64 
7-series: E38 - E65 - E66 - E67 
8-series: E31 - E52 
Z4: E85 - E86

Contents:
4929-8 extracting spacer sleeve 
4929-9 extracting sleeve 
4929-11 inserting spacer sleeve

For extracting and inserting the •	
rubber bushing at the rear axle 
carrier bottom, screw connection 
of the rear-axle transmission

BMW types: 
3-series: E36 - E46 - E83 
8-series: E31 
Z4: E85 - E86

Contents:
4929-12 spacer sleeve 
4929-13  pressure piece together with 

4929-14 and 4929-18

For extracting and inserting the  •	
rubber bushings at the front  
and rear gearbox mounting  
of the rear axle

BMW types: 
1-series: E81 - E87 
3-series:  E36 - E46 - E83 - E90 - E91 - 

E92 - E93
 5-series: E60 - E61 
6-series: E63 - E64 
7-series: E38 - E65 - E66 - E67 
8-series: E31 
Z4: E85 - E86
MINI type:  
Cooper S: R53

Contents:
4929-14 sleeve 
4929-15 extracting pressure piece 
4929-16 inserting pressure piece 
4929-17 inserting pressure plate

Spindle Set
For operation of the Tool Sets for Silent Blocks 4929-2901/4, -2902/3, -2903/2 and •	
-2904/4
Motion screw thread at the spindle and axial groove bearing at the pressure nut •	
cause high tractive and compressive output by low expenditure of force (torque)

Contens:
spindle, hexagon nut, pressure nut with axial groove bearing
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Brakes / Wheel Bearing / Wheel Hub

4971-1 EAN-No. 4000896156245

4925-2543/9 EAN-No. 40008961562214934-8507 EAN-No. 4000896154913

4968/3 EAN-No. 4000896149179

Removal Installation

Removal Installation

Application workshop press:

Brake Piston Readjusting Set
For damage-free readjusting brake pistons (floating callipers / fixed 
callipers) on disc brakes

Suitable for all common vehicle types without  •	
integrated locking device for hand brakes 
Fast and uniform readjusting without tilting•	
Avoids damaging of the boots and pistons•	
High accuracy as well as high stability allow continuous use•	
Reduced expenditure of force due to exact guidings•	

Wheel Hub Tool Set 9 pieces

For AUDI A4/S4 / A6/S6 / A8/S8/ R8

For removing and installing the wheel hub at the •	
front wheel bearing, using a workshop press

For •	 hand operation together with the HAZET 
spindle 4930-1, HAZET spindle nut 4930-2 and 
HAZET spindle nut 4925-3 (not included in delivery)
AUDI •	 types: 
A4/S4 quattro/Avant years 2001-2008 
A6/S6 quattro/Avant years 2002-2005 
A8/S8 quattro years 2004-2007, R8 since 2007
Incl. detailed illustrated operating instructions•	

Adapter Ring VW T5
To supplement the compact wheel hub /  •	
wheel bearing tool set 4934-2585/12
Especially to be used together •	
with pressure plate 4934-8506
For installing the wheel hub / •	
wheel bearings at the  
rear axle VW T5

Brake Control Tool Set 3 pieces

For checking the lateral run-out of the brake disc

In high-quality plastic case with soft foam insert•	

Set of 3 pieces, contents
1 micrometer screw for exact determination of the thickness of the brake disc
1 precision dial gauge for checking the lateral run-out
1  hinged bracket with magnetic base as mounting and for an exact positioning 

of the dial gauge to the vehicle
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Chassis / Body

2725-1 EAN-No. 4000896154241

4912-1 EAN-No. 4000896156368 4912-2 EAN-No. 4000896155804

4900-10/2 EAN-No. 4000896060474 4900-13/2 EAN-No. 4000896060504

Pair of Tensioning Jaws 2 pieces

Suitable for HAZET Spring Vice-Basic Appliance 4900-2A, also to supplement the  
HAZET-Sets 4900-2A/3 and 4900-2A/5 Detailed chart see: 

www.hazet.com 


Online Catalogue


Product Application


Spring Vice – Data Base

Rear strut unit screws

Strut Unit Releasing Tool 2
For the operation of the rear strut unit screws, 
esp. MERCEDES-BENZ type 220/221 S-Class, type 216 CL-Class

Tool is especially adapted to the difficult space constraints•	
Releasing tool allows professional operation of the strut unit screws and enables screw •	
tightening with the required torque (consider regulations of the manufacturer)
i•	  drive 10 = 3⁄8”
Profile 13 mm •	 g

Wheel Bearing Housing Spreader 8
Suitable for the spring strut and carrier joint mounting (separating the spring strut from the wheel bearing housing)

j•	  drive 12.5 = 1⁄2”

Application on e.g •	 VW Fox since 2005, Polo since 2002, 
New Beetle, Golf from 1998 to 2004, Tiguan since 2008, 
Eos since 2006, Passat since 2006, Touran since 2003, 
Caddy since 2004, T5 since 2004 
AUDI A2 since 2001, A3 since 2004, A4 from 2001 to 2008, 
A5 since 2008, A6 since 2008, TT since 2007 
SEAT, SKODA
Y•	  5.5 x 8 mm

Application on e.g. •	 RENAULT, 
PEUGEOT, CITROËN
Y•	  5 x 7 mm

For •	 ALFA, FIAT, FORD, NISSAN, PORSCHE, SUZUKI, 
VOLKSWAGEN
Suitable for almost 20 different vehicle types•	

For •	 ALFA, AUDI, CITROEN, FIAT, MAZDA, NISSAN, 
PEUGEOT, VOLKSWAGEN
Suitable for almost 20 different vehicle types•	
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Commercial Vehicles

General Workshop Equipment

1991-1 EAN-No. 4000896156054

2168-46 EAN-No. 40008961562522784-14 EAN-No. 4000896155583

60 mm
110 mm

1 Size EAN-No. 
4000896+

WW 4515-S S 156139
WW 4515-M M 156146
WW 4515-L L 156153
WW 4515-XL XL 156160
WW 4515-XXL XXL 156177

Rear side

Screwdriver Socket for Brake 
Callipers 9
For the operation of the brake calliper screws (Knorr-Bremse) on 
MERCEDES-BENZ commercial vehicles e.g. Actros

Drive allows transmission of  •	
high separation forces
j•	  drive 20 = 3⁄4”
b•	  14 mm
Enables controlled screwing with •	
the torque value required by the 
manufacturer (Follow manufacturer’s 
instructions) e.g. with torque wrench 
HAZET 6144-1 CT

Non-Contact Infrared Thermometer
For non-contact temperature measurements 
With built-in laser pointer

Wide range application, e.g. •	
–  Automotive sector: radiator/cooling 

systems, brakes, air conditioning, 
engines, exhaust system

 – Chemical and food controls
 – HVAC/R

Temperature range: -50° C to 550° C •	
(-58° F to 1022° F)
°C/°F switch•	
Rapid detection function•	
Precise non-contact measurements•	
Dual laser sighting•	
Automatic Data Hold•	
Emissivity digitally adjustable from 0.1 to 1.0•	
MAX temperature displays•	
Backlight LCD display•	
Trigger lock•	
Set high and low alarms•	
In artificial leather pouch with hook-and-loop •	
fastener and belt loop
9V battery (6LR61) included•	

Ad-Blue® Filter Wrench 7
For the operation of the filter housing cap when replacing the 
AdBlue® filter (urea solution filter) on MERCEDES-BENZ-commercial 
vehicles with BlueTec® engines e.g. Actros, Atego, Axor, Econic

j•	  drive 10 = 3⁄8”
h•	  46 mm
The torque value recommended by the manufacturer (please consider •	
manufacturers’ instructions) is reached e.g. with the torque wrench  
HAZET 6110-1 CT

HAZET-Motor Sports Polo-Shirt
Limited edition in modern design

With elaborate embroideries, printings  •	
and woven labels
100% cotton, piqué•	
Colour: Navy-blue with contrasting stripes •	
coloured HAZET blue on both sides as well as 
under the button tape
With embroidered collar and wristbands•	



12 www.hazet.com

special worldwide  |  2009/2010

Ne
w

Spraying Techniques

HAZET Spray Tool Range

1 Nozzle size 
mm

EAN-No. 
4000896+

9112-12 1.2 156535
9112-13 1.3 156542
9112-14 1.4 156559

HAZET Quality Products for professional Spraying Techniques
The  HAZET Range of Spraying Techniques is developed and for the most part also produced in Germany. 
The components produced abroad are, in their origin, subject to German engineering and are manufactured  
according to high German standards.

Benefit from the many years of experience of HAZET in the area of car workshops•	
Professional spraying techniques from Germany•	
Spray guns •	 ”Made in Germany“ with very fine atomization with very low overspray and highest efficiency rates.
All spray guns 100% tested•	
The new excellent range of spray and undercoating guns covers most common variants and nozzles: •	
– HVLP (High Volume Low Pressure) Spray Gun with most common nozzles 1.2 / 1.3 / 1.4 mm 
– Speed LP (Low-Pressure) Spray Gun with most common nozzles 1.2 / 1.3 / 1.4 / 1.6 mm 
– Filler HVLP and Undercoating Gun with most common nozzles 1.4 / 1.7 / 1.9 / 2.1 mm
Attractive and smart accessories such as the swivel joint or the air regulator with its professional remarkably small gauge (only 20 mm •	 x) to 
further simplify work. Here the highlight is certainly the Mixing Cup System new to the market.

Supply air  
valve and filter included

Swivel Joint  
included

Available in 

October 2009

HVLP (High Volume Low Pressure) Spray Gun
Low consumption, perfect performance

Highest transfer efficiency rates up to 80 %•	
Well suited for undercoating and water-based paint applications•	
Also suitable for application of finishing coat•	
Very fine atomization with very low overspray•	
Homogeneous spray ray•	
High colour tone accuracy•	
Complies with the EU-VOC regulations•	
Solid forged alumium gun with noble and resistant chrome plating•	
Nozzle pieces made of stainless steel•	
Swivel Joint HAZET 9070-30 (nominal size 7.2) included,  •	
offering optimal working due to swivel motion in any direction
Info: HVLP means „High Volume Low Pressure“ describing an internationally accepted low •	
pressure process. The transfer efficiency rates must be above 65% and the internal nozzle 
pressure must not exceed 0.7 bar. The reduction of the paint consumption compensates for the 
increased air usage.
Technical data: •	
Air consumption: 390 l/min (13.8 cfm) 
Recommended inlet pressure: 1.5 to 2.0 bar (29 psi) 
Max. working temperature: 50° C 
Max. over pressure: 10.0 bar (145 psi) 
Air inlet thread: 1⁄4” 
Weight: 436 g
All Spray Guns 100% tested•	
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Spraying Techniques

1 Nozzle size 
mm

EAN-No. 
4000896+

9122-12 1.2 156566
9122-13 1.3 156573
9122-14 1.4 156580
9122-16 1.6 156597

1 Nozzle size 
mm

EAN-No. 
4000896+

9132-14 1.4 156603
9132-17 1.7 156610
9132-19 1.9 156627
9132-21 2.1 156733

Supply air  
valve and filter included

Supply air  
valve and filter included

Swivel Joint  
included

Swivel Joint  
included

Available in 

October 2009

Filler HVLP and Undercoating Gun
For perfect surfaces almost as with finishing coat, as primer and filler coat form 
the basis for all paint work

Considerably less time needed for the grinding process•	
Reduced consumption of abrasives•	
Fine, homogeneous atomization with very low overspray•	
High transfer efficiency rates•	
Also suitable for waterbased paint•	
Complies with the EU-VOC regulations•	
Solid forged alumium gun with noble and resistant chrome plating•	
Nozzle pieces made of stainless steel•	
Swivel Joint HAZET 9070-30 (nominal size 7.2) included,  •	
offering optimal working due to swivel motion in any direction
Technical data: •	
Air consumption: 390 l/min (13.8 cfm) 
Recommended inlet pressure: 1.5 to 2.0 bar (29 psi) 
Max. working temperature: 50° C 
Max. over pressure: 10.0 bar (145 psi) 
Air inlet thread: 1⁄4” 
Weight: 436 g
All Spray Guns 100% tested•	

Speed LP (Low Pressure) Spray Gun
Fast spray gun with a transfer efficiency rate beyond 65%

Well suited for finishing coat and clear coat application•	
Also suitable for application of undercoating•	
Fast coating application•	
High colour tone accuracy•	
Homogeneous, big spray ray•	
Very fine atomization•	
Complies with the EU-VOC regulations•	
Solid forged alumium gun with noble and resistant chrome plating•	
Nozzle pieces made of stainless steel•	
Swivel Joint HAZET 9070-30 (nominal size 7.2) included,  •	
offering optimal working due to swivel motion in any direction
Perfect for high pressure technique, if one tends to use spray guns that comply with the EU-VOC regulations.  •	
The LP spray guns are perfectly optimized spray guns with a transfer efficiency rate beyond 65%.
Technical data: •	
Air consumption: 370 l/min (13.1 cfm) 
Recommended inlet pressure: 2.0 to 2.5 bar (36 psi) 
Max. working temperature: 50° C 
Max. over pressure: 10.0 bar (145 psi) 
Air inlet thread: 1⁄4” 
Weight: 436 g
All Spray Guns 100% tested•	
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9170 A-2 EAN-No. 4000896156856 9170 A-4 EAN-No. 4000896156863 9170 A-7 EAN-No. 4000896156870

1 Size EAN-No. 
4000896+

9171-125/100 0.385 l – 125 µ 156719
9171-200/100 0.385 l – 200 µ 156726

Flat lids for 0.385 l mixing cup (Contents: 100 pieces)
9171-3/100 0.385 l 156887

1 Size EAN-No. 
4000896+

9172-125/100 0.75 l – 125 µ 156832
9172-200/100 0.75 l – 200 µ 156849

Flat lids for 0.75 l mixing cup (Contents: 100 pieces)
9172-3/100 0.75 l 156894

Adapter for mixing cups

Flat lid 9171-3/100

Flat lid 9172-3/100

Available in 

October 2009

Mixing Cup Set
Low consumption, perfect performance

Mixing and gravity cup all in one•	
With integrated air-flow valve through lid (air valve •	
opening or closing is not necessary)
Perfect spraying result due to constant pressure •	
conditions
Cup with several mixing charts•	
Fast working results of highest quality•	
No paint leakage•	
Cups stackable in conjunction with flat lid •	
Airproof flat lids allow paint storage after painting•	

Inhalt:
100 mixing cups, 
lids, filter each

For connection to SATA Jet 2000, Jet RP,  •	
Jet 90, KLC etc.(without QCC)

For connection to SATA Jet 2000, Jet 3000 (with QCC)•	 For connection to DeVilbiss (GTI Pro Series)•	
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Spraying Techniques

General Workshop Equipment

9070-20 EAN-No. 4000896156740

9033-2 EAN-No. 4000896156337

9033-020 EAN-No. 4000896156351

9070-30 EAN-No. 4000896156382

1985-5 EAN-No. 4000896155637

bottomtop

Nothing could 

be more flexibleOnly 20 mm

One of the 
smallest

Available in 

October 2009

Air Regulator
With remarkably small gauge

Short design enables trouble-free working•	
Values indicated in bar•	
Technical data: •	
Measuring range:  
0 to 6 bar 
Precision: ±4% 
Air inlet thread: 1⁄4” 
Weight: 85 g

Orbital Sander
With dust collector

Suction hose and dust collector •	
included
Continuous speed regulation•	
Low height and light composite •	
housing facilitate easy and 
controlled working
Grinding disc with 15 bore holes, •	
d 150 mm with hook and loop 
fastener
Stroke: 5 mm•	
Anti-slip handle•	
Air consumption: 56 l/min•	
Air inlet thread: •	 1⁄4”
Working pressure: 6.3 bar•	
Noise pressure level: •	
Lp A 88.8 dB (A)
Max. 12000 1/min•	
Weight: 900 g•	
Coupler plug, nominal •	
size 7.2 included

Grinding disc 
with 15 holes X 150 mm
For Orbital Sander 9033-2

Medium hard with fiber-reinforced •	
rear side
With loop fastener•	
?•	  150 mm with 5⁄16”  
threaded mount

Swivel Joint
Optimal working due to swivel motion in any direction

Allows perfect spraying results even in areas with restricted access•	
Air inlet thread: •	 1⁄4”
Coupler plug, nominal size 7.2 included•	

Safety Glasses especially for 
spectacle wearers
Extremely scratch resistant

Optimal fit•	
Protection for grinding, lathing and milling work•	
Lightweight cover spectacles with an unrestricted lateral field of vision•	
Due to the flat base curve, the eye is sufficiently covered•	
Lens has an inclination of 11°, guaranteeing good downward visibility and •	
offering the wearer excellent protection from tripping over
Innovative temple concept with X-Stream-technology offers high level of •	
wearing comfort 
Wave front optimized lenses allow orthoscopic and fatigue-proof sight. They •	
offer a special plus of wearing comfort especially during long working times 
and in connection with corrective 
lenses.
Colourless polycarbonate lens  •	
UV 2C-1.2, Supravision NC  
coating (outside optidur NC / 
inside optidur 4C Plus)
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Ingenious Tools

General Workshop  
Equipment
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Socket Set 163-57/56, 56 pieces 6 8

Wrench Set 163-30/25, 25 pieces

Tool Set 163-31/27, 27 pieces K L N

Bit-Box for 
professionals 
2240/36, 36 pieces 
KLMbNO

Twist Drill Bits in Case  
2128-1, 25 pieces  
X 1 – 13 mm

Tool Trolley  

178-6/169   

complete with 169 tools  

for professionals
EAN-No. 4000896157303

Work Bench  

177 W-7/169 

complete with 169 tools  

for professionals
EAN-No. 4000896157310

169 tools for professionals!

i
®
 178-6

Work Bench 177 W-7


